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ÅItem ðGeo Bags 

ÅFabric Type ðNon woven 

ÅMaterial ðPolyester 

ÅSize ð1.0 meter x 0.7 meter 

ÅGSM as per ASTOD 526 ð300/m2

ÅTensile Strength ASTM D4595 ð12.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength -ASTM D4632 - 625 N 

ÅGrab Tensile Elongation ðASTM D4632 - >60% 

ÅTrapezoidal Tear Strength (MD/XD) as per 

ASTM D4533 ð280 N

ÅCBR Puncture Strength as per - ASTDM

6241 ð1750 Micron

ÅFlow Water Rate ð5 cm Head - <40

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 2.0 mm 

ÅUV Resistance @500 hrs as per    

ASTMD 4355 ð70%  

ÅSeam Strength ð80% of tensile strength

ÅMaster Packing ð50 piece  

ÅFilling Capacity  - 125 kg -140 kg 

ÅBags in 20ft container ð6000 -6500 Bags

ÅDouble Needle heavy duty Stitching Machine ,

thread and needle available
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ÅItem ðGeo Bags 

ÅFabric Type ðNon woven 

ÅMaterial ðPolyester 

ÅSize ð1.0 meter x 0.7 meter 

ÅGSM as per ASTO D526 ð700/m2

ÅTensile Strength ASTM D4595 ð22.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength -ASTM D4632 - 1125 N 

ÅGrab Tensile Elongation ðASTM D4632 - >60% 

ÅTrapezoidal Tear Strength (MD/XD) as per 

ASTM D4533 ð655 N

ÅCBR Puncture Strength as per - ASTDM 

6241 ð3150 Micron

ÅFlow Water Rate ð5 cm Head - <25

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 4.0 mm 

ÅUV Resistance @500 hrs as per    

ASTMD 4355 ð70%  

ÅSeam Strength ð80% of tensile strength

ÅMaster Packing ð50 piece 

ÅFilling Capacity  - 125 kg ð140 kg 

ÅBags in 20ft container ð4500 -5000 bags

ÅDouble Needle heavy duty Stitching Machine ,

thread and needle available 
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ÅItem ðGeo Bags 

ÅFabric Type ðNon woven 

ÅMaterial ðPolyester 

ÅSize ð1.0 meter x 1.0 meter 

ÅGSM as per ASTO D526 ð400/m2

ÅTensile Strength ASTM D4595 ð16.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength -ASTM D4632 - 830 N 

ÅGrab Tensile Elongation ðASTM D4632 - >60% 

ÅTrapezoidal Tear Strength (MD/XD) as per

ASTM D4533 ð375 N

ÅCBR Puncture Strength as per - ASTDM

6241 ð250 Micron

ÅFlow Water Rate ð5 cm Head - <30

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 2.5 mm 

ÅUV Resistance @500 hrs as per    

ASTMD 4355 ð70%  

ÅSeam Strength ð80% of tensile strength

ÅMaster Packing ð40 piece or 50 piece

ÅFilling Capacity  - 175 kg -200 kg 

ÅBags in 20ft container ð4000 bags 

ÅDouble Needle heavy duty Stitching Machine , 

thread and needle available
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ÅItem ðGeo Bags 

ÅFabric Type ðNon woven 

ÅMaterial ðPolyester 

ÅSize ð1.5 meter x 1.0 meter 

ÅGSM as per ASTO D526 ð500/m2

ÅTensile Strength ASTM D4595 ð18.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength -ASTM D4632 -1000N 

ÅGrab Tensile Elongation ðASTM

D4632 ð>60% 

ÅTrapezoidal Tear Strength (MD/XD) as per 

ASTM D4533 ð485 N

ÅCBR Puncture Strength as per - ASTDM 

6241 ð2170 Micron

ÅFlow Water Rate ð5 cm Head - <30

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 2.9 mm 

ÅUV Resistance @500 hrs as per    

ASTMD 4355 ð70%  

ÅSeam Strength ð80% of tensile strength
ÅMaster Packing ð20 piece 

ÅFilling Capacity  - 300 kg ð350 kg 

ÅBags in 20ft container ð3000 approx  

ÅDouble Needle heavy duty Stitching Machine ,

thread and needle available
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ÅItem ðGeo Bags 

ÅFabric Type ðNon woven 

ÅMaterial ðPolyester 

ÅSize ð2.0 meter x 1.0 meter 

ÅGSM as per ASTO D526 ð600/m2

ÅTensile Strength ASTM D4595 ð20.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength - ASTM D4632 - 1120 N 

ÅGrab Tensile Elongation ð

ASTM D4632 - >60% 

ÅTrapezoidal Tear Strength (MD/XD) as per 

ASTM D4533 ð560 N

ÅCBR Puncture Strength as per - ASTDM

6241 ð2950 Micron

ÅFlow Water Rate ð5 cm Head - <30

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 3.4 mm 

ÅUV Resistance @500 hrs as per

ASTMD 4355 ð70%  

ÅSeam Strength ð80% of tensile strength
ÅMaster Packing ð10 piece 

ÅFilling Capacity ð650 kg ð700 kg 

ÅBags in 20ft container ð1200 -1400 bags 

ÅDouble Needle heavy duty Stitching Machine ,
thread and needle available
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ÅItem ðGeo Bags 

ÅFabric Type ðNon woven 

ÅMaterial ðPolyester 

ÅSize ð2.0 meter x 1.5 meter 

ÅGSM as per ASTO D526 ð700/m2
ÅTensile Strength ASTM D4595 ð22.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength -ASTM D4632 -1125N 

ÅGrab Tensile Elongation ðASTM D4632 - >60% 

ÅTrapezoidal Tear Strength (MD/XD) as per  

ASTM D4533 ð655 N

ÅCBR Puncture Strength as per - ASTDM

6241  ð3150 Micron

ÅFlow Water Rate ð5 cm Head - <25

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 4.0 mm 

ÅUV Resistance @500 hrs as per   

ASTMD 4355 ð70%  

ÅSeam Strength ð80% of tensile strength

ÅMaster Packing ð10 piece 

ÅFilling Capacity ð700 kg ð800 kg 

ÅBags in 20ft container ð1000 bags approx

ÅDouble Needle heavy duty Stitching Machine ,
thread and needle available
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ÅItem ðGeo Tube 

ÅFabric Type ðWoven 

ÅMaterial ðPolypropylene

ÅGSM as per ASTO D526 ð350/m2 (up to 2400)

ÅBig ð4.6 meter x 25 meter , 3 meter diameter

ÅSmall ð3.2 meter x 25 meter , 1.5 meter diameter

ÅTensile Strength ASTM D4595 ð80.0 KN/M

ÅElongation at specified tensile strength ð

IS 1969 - 25%

ÅTrapezoidal Tear Strength (MD/XD) as per  

ASTM D4533 ð1600 N

ÅPuncture Strength as per - ASTDM

4833  ð600 N

ÅApparent opening size ð

ATSM D4751 - 250 microns 

ÅWater permeability ðATSM D4491 ð18lit/m2/s

ÅUV Resistance @500 hrs as per   

ASTMD 4355 ð70%  

ÅSeam Strength ð80% of tensile strength

ÅMaster Packing ð1 piece 

ÅFilling Capacity ð80-90 Tons 

ÅTubes in 20ft container ð50 tubes approx 

ÅDouble Needle heavy duty Stitching Machine ,

thread and needle available
ÅInstallation service also available
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ÅItem ðPolyester Geo Textile Roll 

ÅFabric Type ðNon woven 

ÅColor - White

ÅRoll Length ð50 -100 meter 

ÅRoll Width ðup -to 6.5 meter 

ÅGSM as per ASTO D526 ð300/m2

ÅTensile Strength ASTM D4595 ð12.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength -ASTM D4632 - 625 N 

ÅGrab Tensile Elongation ðASTM D4632 -

>60% 

ÅTrapezoidal Tear Strength (MD/XD) as per 

ASTM D4533 ð280 N

ÅCBR Puncture Strength as per - ASTDM

6241 ð1750 Micron

ÅFlow Water Rate ð5 cm Head - <40

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 2.0 mm 

Å20 ft container ð24000 square meter
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ÅItem ðPolyester Geo Textile Roll 

ÅFabric Type ðNon woven 

ÅColor - White

ÅRoll Length ð50 -100 meter 

ÅRoll Width ðup -to 6.5 meter 

ÅGSM as per ASTO D526 ð400/m2

ÅTensile Strength ASTM D4595 ð16.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength -ASTM D4632 - 830 N 

ÅGrab Tensile Elongation ðASTM D4632 -

>60% 

ÅTrapezoidal Tear Strength (MD/XD) as per

ASTM D4533 ð375 N

ÅCBR Puncture Strength as per - ASTDM

6241 ð250 Micron

ÅFlow Water Rate ð5 cm Head - <30

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 2.5 mm 

Å20 ft container ð20000 square meter
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ÅItem ðPolyester Geo Textile Roll 

ÅFabric Type ðNon woven 

ÅColor - White

ÅRoll Length ð50 -100 meter 

ÅRoll Width ðup -to 6.5 meter 

ÅGSM as per ASTO D526 ð500/m2

ÅTensile Strength ASTM D4595 ð18.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength -ASTM D4632 -1000N 

ÅGrab Tensile Elongation ðASTM D4632 ð

>60% 

ÅTrapezoidal Tear Strength (MD/XD) as per 

ASTM D4533 ð485 N

ÅCBR Puncture Strength as per - ASTDM 

6241 ð2170 Micron

ÅFlow Water Rate ð5 cm Head - <30

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 2.9 mm 

Å20 ft container ð18000 square meter



1313

ÅItem ðPolyester Geo Textile Roll 

ÅFabric Type ðNon woven 

ÅColor - White

ÅRoll Length ð50 -100 meter 

ÅRoll Width ðup -to 6.5 meter 

ÅGSM as per ASTO D526 ð600/m2

ÅTensile Strength ASTM D4595 ð20.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength - ASTM D4632 -

1120 N 

ÅGrab Tensile Elongation ðASTM D4632 -

>60% 

ÅTrapezoidal Tear Strength (MD/XD) as per 

ASTM D4533 ð560 N

ÅCBR Puncture Strength as per - ASTDM

6241 ð2950 Micron

ÅFlow Water Rate ð5 cm Head - <30

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 3.4 mm 

Å20 ft container ð14000 square meter
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ÅItem ðPolyester Geo Textile Roll 

ÅFabric Type ðNon woven 

ÅColor - White

ÅRoll Length ð50 -100 meter 

ÅRoll Width ðup -to 6.5 meter 

ÅGSM as per ASTO D526 ð700/m2

ÅTensile Strength ASTM D4595 ð22.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength -ASTM D4632 -

1125 N 

ÅGrab Tensile Elongation ðASTM D4632 -

>60% 

ÅTrapezoidal Tear Strength (MD/XD) as per 

ASTM D4533 ð655 N

ÅCBR Puncture Strength as per - ASTDM 

6241 ð3150 Micron

ÅFlow Water Rate ð5 cm Head - <25

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 4.0 mm 

Å20 ft container ð12000 square meter
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ÅItem ðPolyester Geo Textile Roll 

ÅFabric Type ðNon woven 

ÅColor - White

ÅRoll Length ð50 -100 meter 

ÅRoll Width ðup -to 6.5 meter 

ÅGSM as per ASTO D526 ð800/m2

ÅTensile Strength ASTM D4595 ð24.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength -ASTM D4632 -

1380 N 

ÅGrab Tensile Elongation ðASTM D4632 -

>60% 

ÅTrapezoidal Tear Strength (MD/XD) as per 

ASTM D4533 ð750 N

ÅCBR Puncture Strength as per - ASTDM 

6241 ð3350 Micron

ÅFlow Water Rate ð5 cm Head - <20

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 4.5 mm 

Å20 ft container ð12000 square meter
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ÅItem ðPolyester Geo Textile Roll 

ÅFabric Type ðNon woven 

ÅColor - White

ÅRoll Length ð50 -100 meter 

ÅRoll Width ðup -to 6.5 meter 

ÅGSM as per ASTO D526 ð1000/m2

ÅTensile Strength ASTM D4595 ð29.0 KN/M

ÅElongation ðASTM D4595 ð50%

ÅGrab Tensile Strength -ASTM D4632 -

1700 N 

ÅGrab Tensile Elongation ðASTM D4632 -

>60% 

ÅTrapezoidal Tear Strength (MD/XD) as per 

ASTM D4533 ð910 N

ÅCBR Puncture Strength as per - ASTDM 

6241 ð4000 Micron

ÅFlow Water Rate ð5 cm Head - <20

ÅAOS as per ASTMD 4751 ð<75 micron

ÅThickness  - 5.6 mm 

Å20 ft container ð10000 square meter
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ÅItem ðPolypropylene Geo Textile Roll 

ÅFabric Type ðNon woven 

ÅColor - White

ÅRoll Length ð50 -100 meter 

ÅRoll Width ðup -to 6.5 meter 

ÅGSM as per ASTO D526 ð300/m2

ÅGrab Strength ð(MC/CD) ðASTM D4632 -1180 N 

ÅElongation at break - (MC/CD) ð

ASTM D4632 ð>60%

ÅTensile Strength - (MC/CD) ð

ASTM D4595 ð23 kN / mtr

ÅElongation at break - (MC/CD) ð

ASTM D4595 ð>50%

ÅTrap Tear Strength - (MC/CD) ð

ASTM D4533 ð425 N

ÅStatic Puncture Strength (CBR) ð

ASTM D6241 ð3600N

ÅPermeability ðASTM D4491 ð0.21 cm/sec

ÅFlow rate ðASTM D4491 ð40/m2/s

ÅOpening size -095 ðASTM- D4751 - <75 microns 

ÅThickness (2kN/m2)  - 2.1 mm 

Å20 ft container ð24000 square meter

ÅUV Resistance - @500 hrs ðASTM D4355 ð

70%  Strength Retained
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ÅItem ðPolypropylene Geo Textile Roll 

ÅFabric Type ðNon woven 

ÅColor - White

ÅRoll Length ð50 -100 meter 

ÅRoll Width ðup -to 6.5 meter 

ÅGSM as per ASTO D526 ð400/m2

ÅGrab Strength ð(MC/CD) ðASTM D4632 -1410 N 

ÅElongation at break - (MC/CD) ð

ASTM D4632 ð>60%

ÅTensile Strength - (MC/CD) ð

ASTM D4595 ð23 kN / mtr

ÅElongation at break - (MC/CD) ð

ASTM D4595 ð>50%

ÅTrap Tear Strength - (MC/CD) ð

ASTM D4533 ð470 N

ÅStatic Puncture Strength (CBR) ð

ASTM D6241 ð3600N

ÅPermeability ðASTM D4491 ð0.21 cm/sec

ÅFlow rate ðASTM D4491 ð30/m2/s

ÅOpening size -095 ðASTM- D4751 - <75 microns 

ÅThickness (2kN/m2)  - 2.9 mm 

Å20 ft container ð20000 square meter

ÅUV Resistance - @500 hrs ðASTM D4355 ð

70%  Strength Retained


